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348 Winchester
Rifle:  .   .   .   .   .   .   .   Winchester Model 71
Barrel:  .   .   .   .   .   .   .   .   . 24”, 1 in 12” Twist
Case: .   .   .   .   .   .   .   .   .   .   .   .   .  Winchester
Primer: .  .  .  .  .  .  .  .  .  .  .            Federal 210

Bullet Diameter:  .   .   .   .   .   .   .   .   .  0.348”
Maximum COL:  .  .  .  .  .  .  .  .  .  .          2.795”
Max. Case Length: .   .   .   .   .   .   .   .  2.255”
Case Trim Length: .  .  .  .  .  .  .  .  2.245”

The only American rifle ever made for the 348 Winchester was that firm’s 
Model 71, a modernized version of the old leveraction Model 1886. Announced 
in 1936, the Model 71 was discontinued in 1958 after new cartridge and rifle 
developments (the 358 Winchester and the Model 88 lever-action) made it 
obsolete. The big Model 71 was a well made firearm, but bulky and expensive 
to produce. Its top ejection necessitated side mounting of the telescopic sights 
more and more hunters prefer today. The Model 88 which superseded it (albeit 
in different calibers) was designed to handle higher pressure cartridges and to 
accommodate scopes more readily.

The 348 Winchester is among the most powerful of the rimmed smokeless 
powder cartridges so popular in lever-actions. It remains, therefore, a good big 
game hunting cartridge for moderate ranges and brushy conditions, and one 
still quite popular in Alaska.

The 348 caliber 200 grain Hornady Flat Point can be loaded up to 2500 fps in the 
Model 71, and this bullet offers exceptionally dependable expansion for sure 
killing power with the 348 Winchester cartridge. Velocities in the 20” carbine are 
generally 100-150 fps less than the 24” barreled rifle. IMR 4320 and IMR 4350 
are fine powder choices for loading the 348 case.
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Rifle Data 697  INDICATES MAXIMUM LOAD — USE WITH CAUTION

348 W
inchester

200 GRAIN BULLETS
SECTIONAL DENSITY:	 0.236
DIAMETER:	 0.348”

200 gr. FTX® (Discontinued)
Item No. 3415
C.O.L.: 2.785”
G1 B.C.: 0.320

200 gr. InterLock® 
FP (Discontinued)
Item No. 3410
C.O.L.: 2.785”
G1 B.C.: 0.246

VELOCITY (FPS – feet per second)
POWDER 2300 2400 2500 2550 2600 2650
Hybrid 100V 	 53.9 gr. 	 56.2 gr. 	 58.6 gr. 	 59.8 gr. 	 61.0 gr. 	 62.2 gr.
H4350 	 54.4 gr. 	 57.1 gr. 	 59.9 gr. 	 61.3 gr. 	 62.7 gr. 	 64.0 gr.
IMR 4831 	 59.5 gr. 	 61.6 gr. 	 63.7 gr. 	 64.7 gr. 	 65.8 gr.
Alliant RL-23 	 60.3 gr. 	 62.7 gr. 	 65.0 gr. 	 66.1 gr.
IMR 7828 SSC 	 62.5 gr. 	 64.9 gr. 	 67.2 gr. 	 68.4 gr.
H4831 SC 	 63.4 gr. 	 65.8 gr. 	 68.3 gr.
Alliant RL-22 	 64.0 gr. 	 66.5 gr. 	 68.9 gr.
Alliant RL-26 	 64.9 gr. 	 67.2 gr. 	 69.6 gr. 	 70.7 gr. 	 71.9 gr.
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